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KEY TO THE INSPECTION REPORTlRePOI‘t # : Ein042407 |

The "Matrix" Report lists the systems and components inspected by this company. Items not found in this report are considered beyond the scope of this inspection, and should
not be considered inspected at this time.

When "APPEARS SERVICEABLE" is checked it means that we did not observe conditions that would lead us to believe problems existed with this system or component. The item
is capable of being used. Some serviceable items may, however, show wear and tear. Other conditions are checked, if applicable, in the body of the report.

SIGNIFICANTLY DEFICIENT SYSTEMS OR COMPONENTS will be identified as: Not functional / unsafe / worn / near end of lifespan. When in the inspector's opinion, an item is
"significantly deficient", the reason will be checked within the body of the report.

PLEASE READ THE ENTIRE REPORT FOR ALL ITEMS CHECKED.

NOTICE: This report contains technical information that may not be readily understandable to the lay person. Therefore, a verbal consultation with the
inspector is a mandatory part of this inspection. If you choose not to consult with the inspector, this inspection company cannot be held liable for your
understanding or misunderstanding of this report’s contents. If you were not present during this inspection please call the office to arrange for your verbal
consultation.

KEY TO THE INSPECTION REPORT

* Items that have an asterisk next to them. This item or component warrants additional attention, repair or
monitoring.
(1) Items that have a (1) next to them. The Bracketed Numbers are defined as follows

(1) Recommend evaluation by a qualified licensed structural engineer / geotechnical engineer.

(2) Recommend further review and repairs as needed by a qualified licensed contractor or specialty tradesman
dealing with that item or system.

(3) Recommend further review for the presence of any wood destroying pests or organisms by qualified Pest
Inspector.

(4) This item is a safety hazard - correction is needed.

(5) Recommend upgrading for safety enhancement. This building may have been constructed before current
safety standards were developed.

NOTICE: AN ABRIDGED VERSION OF THIS KEY IS PRINTED AT THE TOP OF EACH PAGE.
If you do not understand how to read this report please contact our office.

I have read and understand the Key to the Matrix Inspection Report.
Client's Initials Representative/Agent's Initials

I agree to read the special "NOTICES" in each section of the report for further information concerning the
limitations of this inspection. Client's Initials Representative/Agent's Initials

Present During The Inspection: [X] Client [ ] Buyer's Agent [ ] Seller's Agent [ ] Seller [ ]Other:
INSPECTOR : Bobby Fowler

Inspection Date: 4/24/2007 Start Time: 9:00 AM Completion Time 1:00 PM

The weather condition at the time of inspection was:

Sunny, approximate high temperature was 70 degrees.
Property Information:

The subject property inspected was a (an):  Single Family # of units: 1
Approximate age of building: 2 years
Approximate age of roof: 2 years
Additions / Alterations to: Swimming Pool

NOTICE: It is always wise to check with the building department for permit information, especially if additions or alterations are noted.

IMPORTANT NOTICE TO THIRD PARTIES OR OTHER PURCHASERS: RECEIPT OF THIS REPORT BY ANY PURCHASERS OF
THIS PROPERTY OTHER THAN THE PARTY(IES) IDENTIFIED ON THE CONTRACT PAGE #1 IS NOT AUTHORIZED BY THE
INSPECTOR. THE INSPECTOR STRONGLY ADVISES AGAINST ANY RELIANCE ON THIS REPORT. WE RECOMMEND THAT
YOU RETAIN A QUALIFIED PROFESSIONAL INSPECTOR TO PROVIDE YOU WITH YOUR OWN INSPECTION AND REPORT
ON THIS PROPERTY.
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REPORT KEY - EVALUATIONS RECOMMENDED IN THE REPORT SHOULD BE COMPLETED PRIOR TO THE END OF THE CONTINGENCY PERIOD/TRANSACTION

(1) Recommend evaluation by a structural engineer/geo-technical engineer (4) This item is a safety hazard - correction is needed

KEY : (2) Recommended evaluation and repairs by a licensed contractor (5) Upgrades are recommended for safety enhancement
(3) Refer to qualified termite report for further information *  This item warrants attention/repair or monitoring
01. Driveway Appears Functional [X] Material: Concrete [X] Surface drain(s) present

Comments: The Driveway appear to be in functional condition at the time of the inspection.

02. Sidewalks Appears Functional [X] Material: Concrete

Comments: The Sidewalk appeared to be in functional condition at the time of the inspection.

03. Retaining Walls N/A

Comments: No additional comments.

04. Front Porch Appears Functional [X] Material: Concrete [X] Railing: na

Comments: The Front Porch appeared to be in functional condition at the time of the inspection.

05. Rear Deck N/A

Comments: No additional comments.

06. Patio Appears Functional [X] Material: Concrete [X] Location(s): Rear

Comments: The Patio appeared to be in functional condition at the time of the inspection.

07. Fences & Gates Data [X] Material: Wrought Iron

Comments: Inspection of Fences and Gates is not within the scope of a home inspection but we found the general appearance of the
fences and gates surrounding the swimming pool to be functional. Recommend regular maintenance as necessary to help maintain a

safe pool barrier. *

--- End of Category GROUNDS ---
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REPORT KEY - EVALUATIONS RECOMMENDED IN THE REPORT SHOULD BE COMPLETED PRIOR TO THE END OF THE CONTINGENCY PERIOD/TRANSACTION

(1) Recommend evaluation by a structural engineer/geo-technical engineer (4) This item is a safety hazard - correction is needed

KEY : (2) Recommended evaluation and repairs by a licensed contractor (5) Upgrades are recommended for safety enhancement
(3) Refer to qualified termite report for further information *  This item warrants attention/repair or monitoring
08. Exterior Stairs N/A

Comments: No additional comments.

09. Exterior Walls Repairs Recommended | %] Wall Covering: Brick Veneer & Fiber Cement Siding

[X] Structure: Wood Frame

Comments: Fiber cement siding when properly installed should have 1/8 inch caulked gaps between the end joints to allow for
expansion and contraction. Many caulks do not expand and contract as much as is needed and will separate leaving an opening. A
few of these joints have separated and others are likely to in the future. Recommend re-caulking these joints soon and repairs as
necessary to all caulked openings in the exterior walls. *

Notice: Wall insulation type and value is not verified* UFFI insulation or hazard are not identified* Conditions inside the wall cannot be judged* Lead testing is not performed*

10. Trim Repairs Recommended [X] Material: Wood

[X] Caulking / paint / finish needed *

Comments: Recommend caulking and painting all exterior wood trim as necessary to help prevent moisture problems. *

11. Chimney Appears Functional [X] Location: Rear at Family Room.

[X] Spark screen: present, appears functional [X] Material: Wood framed with fiber cement siding
Comments: The Chimney appeared to be in functional condition at the time of the inspection.

Notice: The interior of the flue was not inspected at this time. We recommend that you retain a qualified chimney sweep to clean and evaluate the flue. *

12. Sprinklers Data [X] Control box located at: Garage

[X] Automatic timers not tested *

Comments: Sprinkler systems are not within the scope of a general home inspection but the system was given a limited inspection.
This inspection consisted of: turning the system on and visually determining that a representative number of spray heads
functioned. This limited inspection did not determine the proper operation of the system controls, timers and valves, spray head
positioning/coverage or presence/functionality of anti-siphon valves. *

Notice: Underground pipes cannot be judged for breaks or possible root intrusions. Association-maintained systems are not tested. Grove systems are not tested.*

13. Hose Faucets Appears Functional [X] Frost Type: No [X] Anti-siphon valves: Yes

Comments: The hose faucets are not frost type but there are interior winter cut-off valves.

Comments: The downspout splash guards may be sufficient at most locations but we recommend an extension at the right side of the
front porch. * As a "Best Practice" extensions would be placed at all downspouts to direct water further from the foundation.

Notice: Gutters and subsuiface drains are not water tested for leakage or blockage.* Regular maintenance of drainage systems is required to avoid water problems at the roof and
Wfoundation. ¥

--- End of Category EXTERIOR ---
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REPORT KEY - EVALUATIONS RECOMMENDED IN THE REPORT SHOULD BE COMPLETED PRIOR TO THE END OF THE CONTINGENCY PERIOD/TRANSACTION

(1) Recommend evaluation by a structural engineer/geo-technical engineer (4) This item is a safety hazard - correction is needed

KEY: (2) Recommended evaluation and repairs by a licensed contractor (5) Upgrades are recommended for safety enhancement
(3) Refer to qualified termite report for further information *  This item warrants attention/repair or monitoring
15. Grading Repairs Recommended

[X] Slope: Minor at rear & left side, moderate at front & right side
Comments: The drainage around the foundation appears to be adequate but there is an area of soil erosion at the front right side.
Recommend improvement of this area (replacement of lost soil, mulch, possibly a small retaining wall) and downspout extensions to
prevent reoccurrence and further erosion. (2) Recommend keeping shrubs and other vegetation trimmed 18-24 inches away from the
exterior walls to help prevent moisture problems. *

Notice: This inspection does not include geological conditions or site stability information. For information concerning these conditions, a geologist or soils engineer should be
consulted.

16. Slab-on-Grade Appears Functional [X] Slab not visible due to floor coverings

[X] No readily visible problems [X] Perimeter visibility: Partially visible [X] Crawlspace & Ventilation - N/A
[X] Foundation and Floor - Concrete

Comments: The slab was only partially visible due to the brick veneer exterior wall covering, carpet and other floor coverings.
No indications of foundation problems were seen at the time of the inspection.
Notice: All slabs experience some degree of cracking due to shrinkage in the dry process. In most instances floor coverings prevent recognition of cracks or settlement in all but the

most severe cases. The inspector will, at additional cost, reinspect, provided the client removes floor covering and releases the inspector from damage caused by this process. Floor
coverings are not removed during this inspection. *

17. Raised Foundation N/A

Comments: No additional comments.

17a. Crawlspace N/A

Comments: No additional comments.

17b. Floor Structure N/A

Comments: No additional comments.

18. Base. Foundation N/A

Comments: No additional comments.

18a. Basement N/A

Comments: No additional comments.

18b. Floor Structure N/A

Comments: No additional comments.

Notice: The inspector does not determine the effectiveness of any system installed to control or remove suspected hazardous substances* No engineering is performed during this
inspection. *

--- End of Category FOUNDATION ---
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REPORT KEY - EVALUATIONS RECOMMENDED IN THE REPORT SHOULD BE COMPLETED PRIOR TO THE END OF THE CONTINGENCY PERIOD/TRANSACTION

(1) Recommend evaluation by a structural engineer/geo-technical engineer (4) This item is a safety hazard - correction is needed

KEY : (2) Recommended evaluation and repairs by a licensed contractor (5) Upgrades are recommended for safety enhancement
(3) Refer to qualified termite report for further information *  This item warrants attention/repair or monitoring
19. Roof Covering Data [X] Roof style: Hip [X] Number of layers: 1

[X] Roof inspected by: viewing from ladder with binoculars [X] Roof covering is: composition shingles

Comments: The roof covering is a composition 3 tab flat shingle. These type shingles are typically rated to be functional for 15
to 25 years.

20. Tile Roof N/A

Comments: No additional comments.

Notice: Roofs of this material are often not walked on to avoid causing damage. Not all tiles/slates are checked for attachment. * Inspection is limited. *

21b.. Roof Condition Regular Maintenance

Comments: Recommend regular maintenance and inspections as necessary especially after severe weather if hail and/or high winds
are present to enhance performance and promote longevity.

Notice: The report is an opinion of the general quality and condition of the roof.* The inspector cannot, and does not, offer an opinion or warranty and to whether the roof has
leaked in the past, or may be subject to future leakage. Notice: The report is an opinion of the general quality and condition of the roof. *

22. Exposed Flashings Regular Maintenance [X] Vent caps appear functional

Comments: Recommend regular inspections and maintenance as necessary of the plumbing vent pipe boots, the metal gas appliance
vents and flashings to help extend the life of the materials and more costly replacements. *

Notice: Determining the presence of asbestos or hazardous materials is beyond the scope of the inspection. * Roofs, skylights and flashing are not water tested for leaks. * Notice:
Tenting a home for fumigation may cause damage to roofs - recommend reinspection for damage after tenting is completed. *

--- End of Category ROOF ---
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